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Drive systems

eLeCtriC Drive tyPe 1
220 volt / 218 watt motor reducer 
complete with limit switch.
Required for 2, 3 or 4 runners awning, 
flat version (slack awning) or for 
the tilted version, with a maximum 
projection of 350 cm.  

eLeCtriC Drive tyPe 2
220 volt / 218 watt motor reducer 
with encoder and microchip 
that controlls the canvas tension, 
guarantees constant correct 
tension despite size variations 
caused by differing environmental 
circumstances, with radio command 
(433.92 MHz) and 1 channel 
transmitter. Required for 2 or 
3-runners awning, tilted version.

eLeCtriC Drive tyPe 3
220 volt / 218 watt + 218 watt pair 
of motor reducers with encoder and 
microchip that powers 2 motors and 
guarantees constant correct tension 
despite changes in fabric properties 
caused by differing environmental 
circumstances, radio control (433,92 
MHz) and 1 channel transmitter.
Required for 4 runners awning, tilted 
version.

15 CHANNeL trANsmitter
Transmitter for the command of up to 
15 channels (433,92 MHz).

rADiO CONtrOL
for electric drive type 1
Radiofrequency receiver for 1 electric 
drive with 1 channel transmitter 
(433,92 MHz).
To be used with command type 1 for 
remote control. 

mANuAL Drive system
Gearbox for the manual handling 
of the canvas. On demand only for 
2 runners tilted or flat version with 
projection up to cm 350.

FABRICS

Description
Fireproof
treatment

H roll
cm

Weight
gr/m2

Weave*
kg/5cm

Weft*
kg/5cm

ECLISSI PVC layer on both sides ANTI-TRANSPARENT fabric CL2 250 780 250 250

ECLISSI M2 PVC layer on both sides ANTI-TRANSPARENT fabric (only white) M2 / B1 250 780 250 250

ECLISSI PLUS PVC layer on both sides ANTI-TRANSPARENT fabric (only white) CL2 250 780 250 250

PS A.D.R. PVC layer on both sides CL2 250 650 250 250

SOLEIL PVC layer on one side, acrylic/polyester on the other - 150 420 110 110

SOLTIS 86 PVC layer on one side, polyester on the other CL1 267 380 230 160

SOLTIS W96 PVC layer on one side, polyester on the other CL2/M2 267 620 220 220

SUNWORKER PVC layer on one side, polyester on the other CL1 300 350 250 150

TEMPOTEST Canvas in 100% water-repellent acrylic - 120 300 160 86

TEMPOTESTSTAR® Resin-treated polyester canvas - 120 340 184 120

CRISTAL PVC transparent anti U.V. 5/10 thickness - 140 610 45 45

CRISTAL M2 PVC transparent anti U.V. 5/10 thickness CL2 / M2 140 610 45 45

CRISTAL AMBER PVC transparent anti U.V. 5/10 thickness - 140 610 45 45

CRISTAL AMBER M2 PVC transparent anti U.V. 5/10 thickness CL2 / M2 140 610 45 45

*   Traction strength parameters in Kg/5cm.

FABRICS & PELMETS
See Corradi sample collection

PELMETS 

Type A, h. cm 12 (standard)

Type E, h. cm 25 (on demand)

Type B, h. cm 25 (on demand)

Type F, h. cm 25 (on demand)

Type C, h. cm 25 (on demand)

Type G, h. cm 25 (on demand)

Type D, h. cm 25 (on demand)

Type H, h. cm 25 (on demand)
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Drive systems

eLeCtriC Drive tyPe 1
220 volt / 218 watt motor reducer 
complete with limit switch.
Required for 2, 3 or 4 runners awning, 
flat version (slack awning) or for 
the tilted version, with a maximum 
projection of 350 cm.  

eLeCtriC Drive tyPe 2
220 volt / 218 watt motor reducer 
with encoder and microchip 
that controlls the canvas tension, 
guarantees constant correct 
tension despite size variations 
caused by differing environmental 
circumstances, with radio command 
(433.92 MHz) and 1 channel 
transmitter. Required for 2 or 
3-runners awning, tilted version.

eLeCtriC Drive tyPe 3
220 volt / 218 watt + 218 watt pair 
of motor reducers with encoder and 
microchip that powers 2 motors and 
guarantees constant correct tension 
despite changes in fabric properties 
caused by differing environmental 
circumstances, radio control (433,92 
MHz) and 1 channel transmitter.
Required for 4 runners awning, tilted 
version.

15 CHANNeL trANsmitter
Transmitter for the command of up to 
15 channels (433,92 MHz).

rADiO CONtrOL
for electric drive type 1
Radiofrequency receiver for 1 electric 
drive with 1 channel transmitter 
(433,92 MHz).
To be used with command type 1 for 
remote control. 

mANuAL Drive system
Gearbox for the manual handling 
of the canvas. On demand only for 
2 runners tilted or flat version with 
projection up to cm 350.

FABRICS

Description
Fireproof
treatment

H roll
cm

Weight
gr/m2

Weave*
kg/5cm

Weft*
kg/5cm

ECLISSI PVC layer on both sides ANTI-TRANSPARENT fabric CL2 250 780 250 250

ECLISSI M2 PVC layer on both sides ANTI-TRANSPARENT fabric (only white) M2 / B1 250 780 250 250

ECLISSI PLUS PVC layer on both sides ANTI-TRANSPARENT fabric (only white) CL2 250 780 250 250

PS A.D.R. PVC layer on both sides CL2 250 650 250 250

SOLEIL PVC layer on one side, acrylic/polyester on the other - 150 420 110 110

SOLTIS 86 PVC layer on one side, polyester on the other CL1 267 380 230 160

SOLTIS W96 PVC layer on one side, polyester on the other CL2/M2 267 620 220 220

SUNWORKER PVC layer on one side, polyester on the other CL1 300 350 250 150

TEMPOTEST Canvas in 100% water-repellent acrylic - 120 300 160 86

TEMPOTESTSTAR® Resin-treated polyester canvas - 120 340 184 120

CRISTAL PVC transparent anti U.V. 5/10 thickness - 140 610 45 45

CRISTAL M2 PVC transparent anti U.V. 5/10 thickness CL2 / M2 140 610 45 45

CRISTAL AMBER PVC transparent anti U.V. 5/10 thickness - 140 610 45 45

CRISTAL AMBER M2 PVC transparent anti U.V. 5/10 thickness CL2 / M2 140 610 45 45

*   Traction strength parameters in Kg/5cm.

FABRICS & PELMETS
See Corradi sample collection

PELMETS 

Type A, h. cm 12 (standard)

Type E, h. cm 25 (on demand)

Type B, h. cm 25 (on demand)

Type F, h. cm 25 (on demand)

Type C, h. cm 25 (on demand)

Type G, h. cm 25 (on demand)

Type D, h. cm 25 (on demand)

Type H, h. cm 25 (on demand)
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PERGOTENDA® FLUX is a retractable covering system 
custom made with curved runners to protect against 
sun and rain (not suitable to support snow), fixed to a 
supporting wall. It consists of an aluminium structure 
and a stacking canvas.
Wind resistance is guaranteed up to class 6 on the 
Beaufort scale.
The canvas, made from exclusive Corradi Eclissi* 
fabric, available in white, grey and ivory, with internal 
concealed obscuration layer and embossed side with 
weft effect, is supported by intermediate tubes (section: 
4x5 cm) and terminals (section: 8x5 cm) set parallel to 

one another approximately every 45 cm.
It slides on runners with built-in splashguard (section 6x12 cm) on sliders with 6 misaligned 
wheels with maximum capacity of 450 kg each.
The toothed drive belt inserted in each runner, with strands completely covered to withstand 
salinity, is driven by a pulley and a single drive shaft to ensure even canvas movement. The 
tensile strength at break of each belt is 894 kg.
The PERGOTENDA® FLUX system is operated by a motor-reducer (electric drive) with the 
possibility of radio control.
Aluminium tubular structure 6x12 cm, available in colours: brown, white, grey, ivory or RAL K7 
in glossy or matt finish; titanium and cor10 and anthracite with matt finish. Runners available 
in colours: brown, white, grey, ivory or RAL K7 in glossy or matt finish; titanium and cor10 with 
matt finish. Support tubes available in colours: white, grey, ivory in glossy finish. Painted with 
certified Qualicoat cycle epoxy powders. Stainless steel accessories and 10/10 aluminium 
protection covers matching the structure.

* See Corradi sample kit for other fabrics.

PERGOTENDA® FLUX FEATURES

MAXiMUM DiMENsiONs cm

Width Projection

2 runners 500 650

3 runners 900 650

4 runners 1300 650
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PERGOTENDA® FLUX 2 RUNNERS

crossbar 6x12 for protection cover support

modular awning protection cover

canvas

pillar  6x12

frontal beam 6x12 (supplement)

mandatory over 400 cm projection

or over 450 cm width

electric drive

wall beam (supplement)

supporting runner 6x12
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PERGOTENDA® FLUX 3 RUNNERS

electric drive

canvas

pillar  6x12

frontal beam 6x12 (supplement)

obligatory over projection cm 400

modular awning protection cover

crossbar 6x12 for protection cover support

trave wall beam

(supplement)

supporting runner 6x12
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PERGOTENDA® FLUX 4 RUNNERS

modular awning protection cover
canvas

pillar  6x12

frontal beam 6x12 (supplement)

obligatory over projection cm 400

crossbar 6x12 for protection cover support

electric drive

trave wall beam
(supplement)

supporting runner 6x12
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PERGOTENDA® FLUX DImENSIONS

All measurements are given in cm.

7

3°

20°

7

3°

20°
RUNNER

All measurements are given in cm.

PILLAR

FRONTAL

CROSSBEAm

PROFiLE sEcTiON

Projection

PERGOTENDA®
FLUX 

Width - left

Joint two PERGOTENDA® FLUX 
side by side (separate canvases)

PERGOTENDA® 
FLUX 
Width - right

Routing height w
ith frontal beam

Runner centers

Width

Wall 
height Pillar

height
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PERGOTENDA® FLUX ANChORAGES

All measurements are given in cm.All measurements are given in cm.

DiREcT FiTTiNG TO WALL

OvERhEAD ANchORAGE

FiTTiNG TO WALL WiTh BEAM

GROUND ANchORAGE
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PERGOTENDA® FLUX CANvAS ENCUmBRANCE

All measurements are given in cm. The projections refer to the limit beyond which the standard number of tubes increases.

minimum values of the encumbrance of the folded awning for 
the tilted version (slope 15%). The figures written in bold type 
refer to the canvas encumbrance with standard support tubes 
and the following refer to the use of additional tubes.

sUPPORT TUBEs TOTAL NUMBER

4 5 6 7 8 9 10 11 12 13

PR
O

jE
c

Ti
O

N
 c

m

226 31

285 32

345 33

404 34

464 35

523 36

583 37

590 35

650 35

39 46 53 60 67 74 81 88 95 102

A

B

22

All measurements are given in cm. The projections refer to the limit beyond which the standard number of tubes increases.

Projection
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PERGOTENDA® FLUX SUPPLEmENTS

s1   Antidrop system + Antispray profile
Weldable PvC profile on the upper part of the 
canvas for lateral rainwater prevention complete 
with antispray profile PERGOTENDA® IRIDIUm® 
preassembled on runners.

s6   Retractable gutter
Extruded aluminum profile for rainwater collection, 
only for pitched versions, fixed to the end support 
tube. One drainage per runner. mandatory for 
2-runners model with over 450 cm width.

s17   Wall beam
Aluminum profile for uneven walls, 
where standard fastening to supports is 
awkward; or otherwise to deal with minor 
bumps.

s16A   Frontal beam
Finishing aluminium profile or for the application of closures. mandatory (not 
standard) for 2-runners model to reinforce the structure with over 400 cm 
projection or over 450 cm width, but not necessary with frontal ERmETIKA®.

s16B   Frontal beam with protection hood
As S16A with addition of aluminium 
protection hood for joining to movable gutter.

s4   Add-on runner
PERGOTENDA® IRIDIUm® runner complete 
with pillar 6x12, stainless steel supports, 
sliders, support tube joints, central 
transmission shaft with bushes.

s5   Add-on intermediate support tube
Complete intermediate support tube 
with endcaps, joints (where present) and 
intermediate sliders.
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